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SUBSTITUTE SHEET {RULE 25) 
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FIG. 2 



SUBSTITUTE SHEET (RULE 26) 
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FIG. 5 A 

SUBSTITUTE SHEET (RULE 2«) 
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FIG. 5B 



SUBSTITUTE SHEET (T.l'L?. 26) 



WO 00/68137 



10/030659 

PCT/US00/12229 



7/11 




FIG. 6 



SUBSTITUTE SHEET (RULE 26) 
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FIG. 7 A 



SUBSTITUTE SHEET (fillip?^ 
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F/G. 54 



300 



SELECTING A MIXTURE FROM ANY NUMBER OF MIXTURES THAT CAN BE 
AUTO-PREPARED ACCORDING TO INSTRUCTIONS STORED ON A STORAGE DEVICE 
(ANY TYPE) THAT IS A FEATURE OF AN APPARATUS OF THE INVENTION 



T 



-302 



POSITIONING A MIXTURE RECEPTACLE (IF NOT ALREADY SO 
POSITIONED) ON A RECEPTACLE SUPPORT OF THE APPARATUS 



-304 



INPUT CAN INCLUDE DATA 
CONCERNING ANY OF A 
MULTITUDE OF PARAMETERS 
FOR AUTOMATIC PREP, AND/OR 
MIXTURE PROPERTIES, ETC. 
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RECEIVING A FIRST INPUT CONCERNING THE 
PRESELECTED MIXTURE 
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AUTOMATICALLY LOCATING A SECOND FLOW CHANNEL (IN COMMUNICATION WITH 
A RESPECTIVE ONE OF A PLURALITY OF CONTAINMENT VESSELS ARRANGED ON A 
SUPPORT STRUCTURE) AND A RECEPTACLE SUPPORT IN OPERATIVE RELATION 



CAN INCLUDE MOVING EITHER 
ONE, OR BOTH OR THE FLOW 
CHANNEL AND RECEPTACLE 
SUPPORT, INDEPENDENTLY 
OR CONCURRENTLY. ETC. 



DISPENSING A FLUENT SUBSTANCE THROUGH AT 
LEAST ONE PORT AND A FIRST FLOW CHANNEL 
FROM THE RESPECTIVE (NEXT) CONTAINMENT VESSEL 
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USING A MEASUREMENT ASSEMBLY 
DEDICATED TO THE RESPECTIVE VESSEL 
(FROM WHICH FLUENT SUBSTANCE IS 
NEEDED/DESIRED). DOSING THAT 
FLUENT SUBSTANCE 



-312 



COLLECTING THE DOSED FLUENT 
SUBSTANCE AND MIXING (ANY) FLUENT 
SUBSTANCE SO COLLECTED AS NEEDED 
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AUTOMATICALLY LOCATING A SECOND FLOW CHANNEL 
ASSOCIATED WITH THE NEXT RESPECTIVE VESSEL 
(FROM WHICH FLUENT SUBSTANCE IS NEEDED) AND 

THE RECEPTACLE SUPPORT IN OPERATIVE RELATION- 
INCLUDING MOVING THE SECOND FLOW CHANNEL 
ASSOCIATED WITH THE FIRST RESPECTIVE VESSEL 
OUT OF OPERATIVE RELATION WITH THE SUPPORT 



CAN INCLUDE POSITIONING 
A TITRATION -PROBE TO 
MONITOR THE MIXTURE OF 
SUBSTANCES ALREADY 
COLLECTED WHILE 
SMALL KNOWN AMOUNTS 
(e.g. DROPS) OF THE 
TITRANT IS DRIPPED INTO 
THE MIXTURE RECEPTACLE 



AUTOMATICALLY TITRATING THE COLLECTED 
SUBSTANCE(S) TO BALANCE pH (OR TO PERFORM ANY 
OTHER SELECTED REACTION TO/WITH THE MIXTURE BY 

ADDING KNOWN AMOUNTS OFTITRANT(S) FROM 
ANOTHER OF THE PLURALITY OF VESSELS. OR FROM 
SOME OTHER STORAGE VESSEL7SOURCE) 
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MOVING ANY TITRATION PROBE AND TITRANT NOZZLE 
POSITIONED AS ABOVE, OUT OF THE WAY TO ALLOW 
FOR REMOVAL OF RECEPTACLE FROM 
RECEPTACLE SUPPORT 
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S x 
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"ACCORDING 
^TO INPUT, HAVE ALL 
FLASKS OF PRESELECTED 
MIXTURE BEEN 
MADE 
? 

326 -^T NO 
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REMOVE CURRENT RECEPTACLE AND 
POSITION THE NEXT MIXTURE RECEPTACLE 
ON THE RECEPTACLE SUPPORT 
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SUBSTITUTE SHEET (RULE 26) 



